


ADJUSTMENT, APPLY SILICONE

Step 17.
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If the door can not close well after installing the top rail, loose screws on wall profiles again to make wall profiles movable on wall.
Adjust the size of inline panel and magnetic upright profile fitted in wall profile to make the magnetic seal close well. After adjustment,
drill @3.2 holes where wall profile and upright profile overlapped, fix using ST4x12 “B” head screws. Tighten screws on wall profiles.

Step 18.
Fit the cover profile on.
Step 19.

Cover on top caps for wall profiles and upright profiles.

Step 20.

Apply silicone according to the drawings. Solid line means silicone outside shower room, dotted line means silicone inside shower room.

SEALING

DO NOT USE THE
ENCLOSURE FOR
24 HOURS AFTER

Applying Silicone Sealant

Sealing Inside

Seal from the top the wall proifle to
the bottom on the INSIDE between
the wall profile and the wall.
IMPORTANT: Do not apply sealant
on inside of tray.

Sealing Outside

Seal only along the bottom rail and
glass on the OUTSIDE between
the profile / glass and the tray. Also
up between the wall profile and the
wall. Seal also the joints between
the bottom profile and any upright
profiles.
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AFTERCARE

Cleaning Instructions

It is important to clean your April shower enclosure after every use. Please wipe down all glass and metal parts
with a clean soft cloth. Ensure that all residual water on the glass is removed after every use.

Usage

For reliable, watertight performance from your April enclosure your shower head should not be positioned so that
the shower sprays directly onto the enclosure door. Failure to comply with this may cause the shower to leak.
Outward opening doors may cause water to drip onto the floor, please ensure that the floor covering immediately
outside the enclosure will not be affected by water.
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Clean&Clear

Easy Clean Glass Treatment

This product has been treated with Clean & Clear™ easy clean glass treatment, a protective barrier which creates
a ‘non-stick’ surface on your glass, helping to resist lime scale build up and water spots. For further information on
Clean & Clear™ please visit www.aprilproducts.co.uk

Aftercare

Clean & Clean™ glass can be cleaned with any suitable nonabrasive glass cleaner - with PH value of between 3-
11; the coating will not be damaged. Avoid surfactants and heavily perfumed products. Vinegar and water based
products are very effective. Do not use abrasive scrubbing cleaners or equipment for cleaning.

Warranty

Limited 5 year Warranty for Clean & Clear™ treatment: To guarantee treated surfaces will remain more repellent
than untreated glass for 5 years from start of use, as long as basic manufacturer maintenance recommendations
are followed and no harsh or abrasive cleaners are used.
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